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No. F–49–6–1, Sheet 1, for adult size, 
and Dwg. No. F–49–6–5, Sheet 1, for 
child size, or by the alternate stitching 
shown on Sheet 1A. The free ends shall 
be doubled over and stitched in accord-
ance with section G-G of Sheet 1. 

(f) Body strap. The body strap shall be 
fitted with a single Dee ring on one end 
with the arrangement of a snap hook 
and pre-threaded double Dee rings as 
shown on Dwg. No. F–49–6–1, Sheet 1, 
on the other. The body strap shall be 
stitched as shown on the drawings, and 
the edge of the single Dee ring shall be 
20 inches from the center line for adult 
size and 15 inches for child size. 

(g) Reinforcing tape. Binding tape 
shall be stitched approximately 15 
inches for adult jackets and 12 inches 
for child jackets around the back of the 
neck, and also around the openings of 
the drawstring tunnel and around the 
bottom of the armholes, as indicated 
by the drawings. 

(h) Stitching. All stitching shall be a 
short lock stitch conforming to Stitch 
Type 301 of Federal standard No. 751 
and there shall be not less than 7, nor 
more than 9 stitches to the inch. 

(i) Workmanship. Life preservers shall 
be of first-class workmanship and shall 
be free from any defects materially af-
fecting their appearance or service-
ability. 

[CGFR 53–25, 18 FR 7856, Dec. 5, 1953, as 
amended by CGFR 58–23, 23 FR 4627, June 25, 
1958; CGFR 65–16, 30 FR 10897, Aug. 21, 1965] 

§ 160.002–5 Sampling, tests, and in-
spections. 

(a) Production tests and inspections 
must be conducted by the manufac-
turer of a life preserver and the accept-
ed laboratory inspector in accordance 
with this section and § 160.001–5. 

(b) Buoyancy test. The buoyancy of 
the pad inserts from the life preserver 
shall be determined according to 
§ 160.001–5(f) of this part with each com-
partment of the buoyant pad insert 
covers slit so as not to entrap air. The 
period of submersion must be at least 
48 hours. 

(c) Buoyancy required. The buoyant 
pad inserts from Model 3 adult life pre-
servers shall provide not less than 25 
pounds buoyancy in fresh water, and 
the pads from Model 5 child life pre-

servers shall provide not less than 16.5 
pounds buoyancy. 

[CGD 95–028, 62 FR 51211, Sept. 30, 1997] 

§ 160.002–6 Marking. 
Each life preserver must have the fol-

lowing clearly marked in waterproof 
ink on a front section: 

(a) In letters three-quarters of an 
inch or more in height: 

(1) Adult (for persons weighing over 
90 pounds); or 

(2) Child (for persons weighing less 
than 90 pounds). 

(b) In letters that can be read at a 
distance of 2 feet: 

Type I Personal Flotation Device. 
Inspected and tested in accordance with 

U.S. Coast Guard regulations. 
Kapok buoyant material provides a min-

imum buoyant force of (25 lb. or 161⁄2 lb.). 
Do not snag or puncture inner plastic 

cover. 
Approved for use on all vessels by persons 

weighing (90 lb. or more, or less than 90 
lb.). 

U.S. Coast Guard Approval No. 160.002/(as-
signed manufacturer’s No.)/(Revision 
No.); (Model No.). 

(Name and address of manufacturer or dis-
tributor.). 

(Lot No.). 

[CGD 72–163R, 38 FR 8118, Mar. 28, 1973, as 
amended by CGD 75–008, 43 FR 9770, Mar. 9, 
1978] 

§ 160.002–7 Procedure for approval. 
General. Manufacturers seeking ap-

proval of a life preserver design shall 
follow the procedures of subpart 159.005 
of this chapter, as explained in 
§ 160.001–3 of this part. 

[CGD 95–028, 62 FR 51211, Sept. 30, 1997] 

Subpart 160.005—Life Preservers, 
Fibrous Glass, Adult and Child 
(Jacket Type), Models 52 and 
56 

§ 160.005–1 Incorporation by reference. 
(a) Specifications and Standards. This 

subpart makes reference to the fol-
lowing documents: 

(1) Federal Specification: 

L-P-375C—Plastic Film, Flexible, Vinyl Chlo-
ride. 

(2) Federal Standards: 
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